		
LUBRICANT LIST


	Code1
	     Code 1: Approved
No comment and the document is released for Manufacturing.

	Code2
	      Code 2: Approved with Minor Comments
VENDOR shall correct, revise and resubmit the document. The document can be released for Manufacturing if changes incorporated.

	Code3
	 Code 3: Commented
VENDOR shall correct, revise and resubmit the document by the date specified. The document shall be revised under the Status of “R: Revised Issue”. All corrected documents shall be resubmitted before starting the Manufacturing Process.

	Code4
	Code 4: Not Accepted (Rejected)
VENDOR shall re-work/re-design/re-specify the contents of the documents according to the comments/ reasons for rejection. All corrected documents shall be resubmitted before starting the Manufacturing Process.
In this case, VENDOR shall not proceed with subsequent work until receiving Code 1 or Code 2 or No Code from CONTRACTOR/OWNER. VENDOR shall re-submit the documents with the same revision within (10) ten working days (including transmission/mailing time) after receiving the commented documents from CONTRACTOR/OWNER.

	NO Code
	NO Code (Only for “FOR INFORMATION” Documents and “As Built DWGs”)
Document has been submitted for CONTRACTOR's Information (FI). Consistency, completeness and correctness of document content is Vendor's responsibility.

	Above checking results by EIED shall in no way relieve Vendor of any liability, obligation and responsibility out of the purchase order and the mutual agreement in writing.
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	EQUIPMENT
	GRADE
(ISO OR ASTM)
	MAKER'S BRAND
	VISCOSITY
	INITIAL
CHARGE
	REPLACEMENT
	MAKE UP
	REMARKS

	
	
	
	
	
	VOLUME
	INTERVAL
	VOLUME
	INTERVAL
	

	Compressor
RU0001A-C-01
RU0001B-C-01
	OIL
ISO VG100
	CPI 1507-68
	63
(@40℃)
	360 liter (TBC)
	360L (1*)
	N/A
(*2)
	N/A
(*2)
	N/A
(*2)
	- Shaft seal leakage 
- oil filter replacement

	Mian Motor None Drive End Bearing
RU0001A-M-01
RU0001B-M-01
	
Grease
	ESSO Unirex N3
	100 (TBC)
	30g (Drive end)
	
30g

	Conintuous Operation, 3000 Hours
(*4)
	N/A
(*2)
	N/A
(*2)
	Self lubrication

	Main Motor Non Drive End Bearing          RU0001A-M-01
RU0001B-M-01
	
Grease
	ESSO Unirex N3
	100 (TBC)
	30g (Non Drive end)
	
30g

	Conintuous Operation, 3000 Hours
(*4)
	N/A
(*2)
	N/A
(*2)
	Self lubrication

	Oil Pump Motor
RU0001A-M-04
RU0001B-M-04
	Grease
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	Lifetime lubricated bearings. No re-greasing required


	Notes:
1* Oil analysis should be performed every 6 months. Oil should be replaced if oil analysis indicates that change is needed.
2* There is no fixed interval. It’s advisable to check on regulary basis the oil level on the level guage of the oil separator for compressor and for main motor on side glass.
3* Replacement of total volume of oil is advised to be replaced every 3-4 years due to wear and reduction of the oil quality itself.
4* Permanent lubication.
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